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1) S/N Maintenance
From DCC Ver3.3.1.0, projector S/N maintenance function is available.

In below cases, recover S/N by using the function.

Casel) S/N has been changed to unexpected number like below.

SETUP LAN
System NC1200C @
Serial 98A0003J52
BIOS Verd .75
—_—————— ffMmware Ver3d.221
” IHH ||| DAL || | Data Ver3.221
O - A o v System Usage 4159 [H]
NC2000C | 98A0006JS2 IP Address* 10.32.80.47 / 25
WANUFAGTURED AURUST 2009 MAC Address 00-A0-B0-E4-D83F

Case?2) Replacing either of CPU/KEY/DIV board.(Both of brand-new and used)
After replacement, DO NOT power on the projector before the S/N maintenance.

Also changing the projector setting.( e.g. LAN Setting, Option Slot Setting, Date/Time)
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Recovery procedure

1-1) PJ Standby

1-2) Set the IP address of PC in a network same as a projector.
1-3) Launch DCC(Ver3.3.1.0) and Login to Service Mode

1-4) Click on “Others” button.

™ Digital Cinema Gommunicator for 52 - [LAN: 10.32.80.47]

File  Sstup Option

TITLE INFO. SETUP LAN UPDATE } ]
} ! ‘ ﬁ Sl
Backup to PC | Update Maintenance
W skip PNG Files System Update Infermation Viewer
System Data | Information Viewer |
Titles |
System firmware | Setup Date-
All Cinema Files | Setiing |
ICP Update
4t Semays | 1CP firmware | Entqm
All Il = Eniggma Tt |
SIB Update
Fitm & FPGA EDID ‘ E npur By ‘
Compare
Compare Cinema Files | Enigma Update Factory Test
Enigma flimware | Maintenance |
Restore fiom PC
 skip MCGD Files ICP | Enigma Update

Macio File Tools |

| Secure Data |

Restore e e

Check Version
Check | | I Others !i |

1-5) Click on “Check” button, DCC starts to check the S/N in CPU/KEY/DIV board.

Maintenance Others

S/N Maintenance
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1-6) List of S/N alternatives for the projector is shown like below.
Result : There is a need to refresh S/N.

Serial Number Projector Usage

98A0003J52 4159 [H]

0ZAD0D0OZEP 745 [H]

1ZA0001WW 4159 [H]

TZAD00TWW 745 [H]

1-7) Select the proper alternative for the projector following S/N label or something.

Then click on “Execute” button.

S/H Maintenance

Result : There is a need to refresh S/N.
Serial Number Projector Usage
98AD003JS2 4159 [H]
0ZADOOZEP 745 [H]
1ZAB001WW 4159 [H]
TZADDOTWW 745 [H]

Execute

! Exit

1-8) Check if the Serial Number and Usage is correct.

Click on [Y] button, S/N and usage will be serviced on the projector automatically.

Digital Ginema GCommunicator for 52

Projectar will be updated by the selected data. Are vou sure®
<P J
,‘_,/ Zerial Mumber : 9340003 52

. Projector Uszaee : 4163 [H]

(35 D

1-9) When S/N is serviced successful, the next massage is showing.
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Click on “Exit” button.
* “Undo” button can back to 5), S/N becomes the value before the recovery

S/HN Maintenance

Result : oK

Undo ‘ Exit
N

Note: Undo for step 6). One time only available.
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2) Display DLP Ack Fail detail info

Detail information of DLP Ack Fail can be shown in information viewer.

“Detail” button is support to research the “"ACK Result” error in Save Info.

2-1) Show a log in the Information Viewer.
2-2) Sort the logs in time order.
2-3) Select the [Ack Result] log close to DLP Ack Fail.

B HC2O000C 04 A001SEE 1103272012 121

201170 [6 1) Ack Result iz 1071
BT /08,21 121006 Macro chenge Tls16
201108727 1208952 () Ack Result 031 707, [182107)

12011/08/27 120952 Dousr Cgen

12011/00/27 120842 () Ack Result 031 707€ 0821071

2o /27 120942 Macro changeTrleld

1200171,/09/27 120520 Douser Cpen

[2011/08/27 120829 () Ack Result031 7072 [2107])

2T 120219 () Aek Result DE0 0702 0021071

[2011/08/27 120919 Macso changeTrteld

12011/00/27 120818 Deuser Cpen

2011/08/27 120802 () Ack Result 031 707, [182107)

12011/28/27 120552 () Ack Result 51 707)2,[082107])

12011./08/27 120662 Macro change Trtlel6

12011/08/27 120507 (3 Ack Result 03170742, [32107)

207109527 120457 43 Ack Result 0130 70702 0321077

[2011/88/27 120457 Macro changeTtlel6

22T 120419 () Aek Result DF1 70702 0021071

12011/08/27 120409 () Ack Result 031707 20821071 -

Detail | Lamp Strike Log | Sort [P.Janal Setling ‘ Ehecle‘ Exit ‘

2-4) Press the “Detail” button.
2-5) Display the detail information.

2011/03/27 12:10:05 () Ack Result{031707){2,[032107])

he macro file {ﬁtlem.MACW} for the Title No.17 execute error. Service info
v comman in the macro file. 1
he 2nd command in the macro file is Select Active (PCF). Engineering info

Exit
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3) Sleep Timer

Press the “Setting” button in the Sleep Timer of the SETUP screen.
In this screen, you can configure the PJ power off time.

You can select either of Remaining Time or Power Off Time

Current PJ Time 10 :52 : 20
Remaining Time
Power Off Time
Time Settings
& After Time | | ;| 00
« Power Off Time | | 2| 00
_— -
Exit
Current PJ Time Indicate the current time in PJ's time
Remaining Time Indicate the remaining time until power off
Power Off Time Indicate the power off time
“After Time” Used to enter the remaining time.
from 00:01 to 23:59
“Power Off Time” Used to enter the power off time
from 00:00 to 23:59
“Start” button Used to start the sleep timer counter
“Stop” button Used to stop the sleep timer counter
“Exit” button Closes the Compare windows.
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4) Debug log option
Press the “Setting” button in the Debug Option of the UPDATE screen.

In this screen, you can configure the debug option for examination to several problems.

The debug log will be added into operation log by change the setting of Debug Option.

Please follow engineer advise in actual use.

Debue Option

IMB Login Log
Douser Debug Log
Lens Memory Log
Lamp Memory Log
Web Server

Title Select Log

ICP Command Input
CMD1  CMD2  CMD3
02 F1 00

Cutput File | Import File ‘ Apply ‘ Exit

" Enable + Disable
" Enable + Disable
" Enable + Disable
" Enable + Disable
* Enable " Disable
" Enable + Disable

Length D1 D2 D3 D4 D5 D6 D7 DB

o [ oo o0 o o o o oo

“Qutput File” button

Used to create the OPT file that is copied current setting.

“Import File” button

Used to call an existing OPT file.

“Apply” button

Used to apply the entered settings.

“Exit” button

Closes the Compare windows.




